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Fenex is a brand of timber windows created in 2008 with the ambition to be a key player in 
the European bespoke wood window market.

Our production site is based in Silivri near Istanbul, Turkey. The plant is the product of a holistic 
approach of manufacturing, from sawing timber to shipment of windows with a team of 200 
employees and professionals with customer oriented minds. Our employees are 8 years old 
in the company in average. Fenex has a production capacity of 150 frames per day in an 
industrial site of 8500 sqm. Our 13 different product series are conceived to adapt your project. 
Today, Fenex is a major supplier of alu clad Windows in Europe. The Fenex signature exists 
under numerous projects of architectural significance. Supplier of windows to entire Europe, 
Fenex has constantly participated in the evolution of the construction market. Our products are 
certificated CE, a guarantee of security of products. Almost all our windows and doors bear 
Q-Mark and are SBD certified. Our FSC certificate ensure the total traceability of our products 
and their wooden raw materials. To us, ecological thinking is essentially the conception and 
production of high performing products.

All scraps and wastes of our wood material are used for heating. Our EIA (Environmental 
Impact Assessment) documents show the enviromental character of our products throughout 
their life span.

The products are introduced to UK with a first project in London in 2015. In this highly competitive 
market, Fenex is distinguished with the high quality of its products, appreciated by all its clients.
The UK subsidiary, Fenex Windows Limited, with its central London showroom, brings solutions that are 
perfectly adapted to the UK market.

Starting from your first contact with Fenex, we start working with the aim to respond you as soon as 
practicable. Our account managers are experts of thermal and acoustic insulation as well as governing 
norms of safety. They will listen you to provide personalized responses. They are your partners and will 
help to you choose the products most suitable to your projects.

In choosing Fenex products, you enjoy the advantage of the Fenex  Quality Promise which usually 
surpasses the contexts of window frames. This promise has largely contributed to the excellent reputation 
of our timber windows appreciated by many architects and contractors in UK.
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The Fenex flush outward opening casement range is designed 
specifically with form, function and the future in mind. The Fenex 
casements are available in two options. Firstly, a solid timber 
option, the natural beauty of timber and its insulating properties will 
enhance the warmth of any living environment.

CASEMENTS SERIES
WOOD ALUMINUM

78a 78t

Uw VALUE TABLE
Seri 78a  -  78t

Uf = 1.43

0.028 0.097

0.6 0.92 1.09
0.7 0.99 1.16

0.031 0.092

1.00 1.21 1.36
1.10 1.28 1.43
1.30 1.42 1.57
2.60 2.33 2.49
2.70 2.40 2.56

Max glazing= 44 mm

ψg =
U

g =

ψg =

U
g =

FENEX casement windows are designed to safeguard the energy of our planet with the most ecological 
building material in the world: timber.

The windows in this series are SBD accredited and meet the requirements of the Exova BM TRADA 
Q-Mark Enhanced Security Windows Door Scheme to PAS 24:2012 and BS 644: 2009 Timber.
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15% of the total thermal energy of an average 
residential building is lost through windows. FENEX 
casement windows are designed to safeguard the 
energy of our planet with the most ecological building 
material in the world: timber.

From simple side or top hung windows to sophisticated 
reversible casements, our products will satisfy the 
highly demanding world of building industry.
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SASH WINDOWS
Windows with vertically moving sashes are called “Sash 
Windows”.

Modern mechanisms have made sash windows as 
practical and safe to use as they have never been 
before.

Besides being used in period buildings, sash windows 
are also employed in new residences for the sake of 
practicality and architectural concerns all around Europe.

The traditional way to move a sash is touse cords and 
weights.

A modern mechanism, consisting of stainless steel 
springs placed in a pipe of 16-26 cm diameter is able to 
move a 45 kg sash simply by your fingers and to leave 
it at any position you like. Historical sash mechanisms, 
on the other hand, continue to draw attentions with many 
examples still working on period buildings from 19th 
and 18th centuries.

Cleaning may be difficult for sash windows.

Tilting double hung windows incorporate sashes that tilt 
smoothly in. This is an addition to their normal vertical 
operation. Tilting enables safe ventilation and easy 
cleaning.

A double hung window with both sashes tilting is 
shown below:

TILT AND 
SLIDE SASH
WINDOWS
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78s

78 mm

68s

68 mm

90s

90 mm

68s Uw VALUE TABLE
Uf = 1.40

0,029 0,081

1.0 1,20 1,33
1.1 1,27 1,40
1.3 1,41 1,54
2.6 2,28 2,41
2.7 2,35 2,48

Max glazing= 28 mm

ψg =

U
g =

78s Uw VALUE TABLE
Uf = 1.28

0,027 0,086

0.6 0,89 1,04
0.7 0,96 1,10

0,029 0,081

1.0 1,16 1,29
1.1 1,23 1,36
1.3 1,37 1,50
2.6 2,24 2,37
2.7 2,31 2,44

Max glazing= 40 mm

ψg =

U
g =

ψg =

U
g =

90s Uw VALUE TABLE
Uf = 1.15

0,027 0,086

0.6 0,85 1,00
0.7 0,91 1,06

0,029 0,081

1.0 1,12 1,25
1.1 1,19 1,32
1.3 1,32 1,45
2.6 2,20 2,33
2.7 2,27 2,40

Max glazing= 52 mm

ψg =

U
g =

ψg =

U
g =

SIMPLIST windows are of complete wood, laminated in three plies. 

They are produced in 3 different thicknesses, 68, 78 and 90 mm 
with different performances. 

SIMPLIST SERIES
SIMPLY WOOD

The thermal and acoustic insulation 
values of Arbor products have been 
tested and reported by ift Rosenheim 
Institute in Germany. 

High thermal and acoustic insulation 
values are reached by 78s thanks 
to its improved design and the triple 
insulation glasses that can be used 
with acoustic laminates.

The absolute solution for 
passive houses. The high thermal 
requirements in Europe like 
Passivhouse, BBC and Minergie 
are easily reached by 90s.
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68f 68m

68 mm 68 mm

The 68m windows epitomize the spirit of challenge for 
Arbor. Astonishingly high performances are reached 
while keeping a clear and simple appearance. The 
three peripheric and continuous joints of EPDM and 
Q-LON guarantees excellent tightness against air and 
water. Please refer to our technical documentation for 
further details.

68f Uw VALUE TABLE
Uf = 1.3

0,028 0,097

0.6 0,90 1,08
0.7 0,97 1,14

0,031 0,092

1.0 1,18 1,33
1.1 1,24 1,40
1.3 1,38 1,53
2.6 2,24 2,39
2.7 2,31 2,46

Max glazing= 52 mm

ψg =

U
g =

ψg =

U
g =

68m Uw VALUE TABLE

Uf = 1.2

0,028 0,097

0.6 0,86 1,04

0.7 0,93 1,10

0,031 0,092

1.0 1,14 1,30

1.1 1,21 1,36

1.3 1,35 1,50

2.6 2,23 2,38

2.7 2,30 2,45

Max glazing= 52 mm

ψg =

U
g =

ψg =

U
g =

68f windows, being cladded with aluminum as a flat surface get 
integrated with modern architectural elements at exterior, while 
being completely natural construction products at heart.

FLAT SERIES
WOOD-ALUMINUM

The versatility of design lets us integrate double as 
well as triple insulation glass units with laminations 
upto 52 mm total thickness. Thermal and sound 
insulation values are very high with 68f windows, 
thanks to the three peripheric and continuous joints 
of EPDM and Q-LON. Please refer to our technical 
documentation for further details.

68m windows have their sashes concealed. The aluminum cladding 
stand as a single surface at the exterior. The patented joint line between 
sash and frame offer very high performance of insulation. 

MINIMA SERIES
WOOD-ALUMINUM
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The charm of period French windows like those of the 
Haussmannienne Paris apertments are not only popular in 
France! They are preferred by any builder or homeowner 
with some sort o traditional archituctural taste. They have 
the unique feature of closing and opening double sashes in 
one simple step.

EPOCH SERIES
WHOLE WOOD

58e

The thermal and acoustic insulation values of Arbor 
products have been tested and reported by ift 
Rosenheim Institute in Germany.

Epoch series of windows and balcony doors are 58 
mm thick and have the capacity to comprise upto 25 
mm glazing units.

58nf

58nf windows, being cladded with aluminum as a flat surface 
get integrated with modern architectural elements at exterior, 
while being completely natural construction products at heart.

ENEF SERIES
WOOD-ALUMINUM

58 mm

The versatility of design lets us integrate double as 
well as triple insulation glass units with laminations 
upto 52 mm total thickness. Thermal and sound 
insulation values are very high with 58nf windows, 
thanks to the three peripheric and continuous joints 
of EPDM and Q-LON. Please refer to our technical 
documentation for further details.

58nf Uw VALEURS
Uf = 1.3

0.035 0.043 0.097

0.6 0.92 0.94 1.07
0.7 0.99 1.01 1.14

0.037 0.045 0.092

1.0 1.19 1.21 1.32
1.1 1.26 1.28 1.39
1.3 1.39 1.41 1.52
2.6 2.25 2.27 2.39
2.7 2.32 2.34 2.45

Vitrage Max= 52 mm

ψg =

U
g =

ψg =

U
g =
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SLIDERS
It is possible to utilize wide openings thanks to sliding 
window and door systems. Saving space, maximizing 
view and obtaining an outdoors feeling inside are 
among the advantages provided by sliding windows. 
Sliding systems are commonly preferred for doors 
opening to patios, gardens and balconies.

We offer different sliding styles with different mechanisms 
such as folding, lift-slide and tilt-and-slide. Decision 
must be made according to the expectations. Folding 
windows and doors have inter-hinged sashes that fold 
and stack smoothly on a side. Lift-slide windows and 
doors have strong fittings that lift the sash to slide open 
from a small distance to full width and may be fixed 
by lowering in any position. Tilt-and-slide mechanism 
requires moving the sash in and outwards when opening 
and closing. It is also possible to leave the sash in tilt 
position, to provide safe and secure ventilation.

Vertical

Vertical

Vertical Vertical Vertical VerticalHorizontal

Horizontal Horizontal / Vertical Horizontal / Vertical

Horizontal Horizontal Horizontal Horizontal

Standart 24/30 mm Rustic 24/30 mmClear 24 mm

Vertical Vertical Vertical Vertical VerticalHorizontal

Standart 24/30 mm Rustic 24/30 mmClear 24 mm

Horizontal Horizontal HorizontalHorizontal / Vertical

ELEGANT LINES We offer the below options of profiles for use in windows to 
satisfy different tastes.

EXTERIOR GLAZING BARS AND BEADS

INTERIOR GLAZING BARS AND BEADS
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Rhapsody Bronze

Harmony Bronze Harmony Weiss Harmony Champagne Harmony Titan

Rhapsody Silber Rhapsody Weiss Rhapsody Champagne Rhapsody Titan

113 112

ACCESSORIES
All the accessories that, in a way, give life to 
a window are selected with care according 
to the technical requirements. What is left 
to the customers is only to select a handle 
according to her particular taste. In this 
section, you can make the color selection of 
our standard handles.

AUXILIARY WOODEN
ELEMENTS

It is possible to cover the joints between windows and adjacent walls 
both by means of simple border profiles and by decorative mouldings. 

Our casings and frames made of “real wood” are important elements 
that differentiate our doors from artificial alternatives.

Some people may not find the elegance 
achieved by a moulded casing sufficient. In 
this case decorative corner blocks or moulded 
headers may be added which will make a 
door the focus of home decoration.

Different sill options 
are available to 
connect the window 
with the below 
adjacent wall.

“False” antique 
espagnolette serving as 

a handle to move the 
real one.
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01 02 03 04

05 06 07 08

ENTRANCE DOORS
Arbor solid wood doors have an astonishingly rich variety of models. 
All designs are aimed to carry the distinctive character of solid wood. 

Another distinction of our door range, when compared to spaced panel 
or fiberboard doors, is the attractive look of auxiliary-components such 
as the jamb and head of door frames.

In the pictures here, you will find our current models 
and their corresponding codes. In the context of 
standard production, it is possible to change the 
wooden panels with glass or vice-versa. Demands 
for stained glass are handled in the scope of 
special production.

All models are available in 

- 68 s, 78s and 90 s series,
- MODERN DESIGN and 
  CLASSIC DESIGN sections
- PINE RED GRANDIS and Oak
- ARBOR stains and RAL colours
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All the hardware that, in a way, give life to a door are selected 
with care to the technical requirements. What is left to the 
customers is only to select the door knob and door handle 
according to her particular taste. In this section, you can make the 
color selection of our standard door knobs and handles.

DOOR HANDLES

Arbor solid wood doors have an astonishingly rich variety of models. All designs 
are aimed to carry the distinctive character of solid wood. 

In the pictures here, you will find our current models and their corresponding 
codes. In the context of standard production, it is possible to change the wooden 

panels with glass or vice-versa. Demands for 
stained glass are handled in the scope of special 
production.

Our interior doors are made of RED GRANDIS 
and painted in RAL colours.

INTERIOR DOORS
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C13 C14 C15 C16

C09 C10 C11 C12

C05 C06 C07 C08

C01 C02 C03 C04

CLASSIC DESIGN CLASSIC DESIGN
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M13 M14 M15 M16

M09 M10 M11 M12

M05 M06 M07 M08

M01 M02 M03 M04

MODERN DESIGN MODERN DESIGN

3332



SECTIONS CLASSIC DESIGN MODERN DESIGN

PRF 150-153 PRF 151-154 PRF 152-155

8

3-4mm

B

C

A-A

4 mm Cam

42

42

42

B

A

A

C
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Q-Mark is obtained through BM TRADA who are one 
of the UKs leading providers of independent third party 
certification and are a United Kingdom Accreditation 
Service (UKAS) accredited certification body. Q-Mark 
is the product certification scheme for building and 
construction products and is regarded as one of the 
most rigorous certification processes available. The 
Q-Mark logo on Fenex products indicates that these 
products are audited by a third party certification body 
to ensure quality excellence on an on-going basis, and 
sets product standards above that of its competitors. 
This certification is the ultimate endorsement of our 
product’s performance.

FSC, Forest Stewardship Council, is a global 
not-for-profit organization that sets the standards 
for what is a responsibly managed forest, both 
environmentally and socially. Fenex meets the 
best practice standards so that when a Fenex 
product bears the FSC logo, you can be sure its 
been made from responsible sources.

CERTIFICATES OF ARBOR

Secured by Design (SBD) is the title for a group of UK police 
projects focusing on the design and security for quality 
security products. It supports the principles of‘designing 
out crime’ through physical security and processes. 
Secured by Design member company status is awarded 
to companies producing security products that pass 
standards and tests nominated by the police service. The 
standards and related tests must demonstrate the product 
effectiveness in preventing or reducing crime, usually by 
resistance to physical  attack. Many Fenex products are 
nominated “Secured By Design” after rigorous attack tests 
supported by UK police.

Thermal Transmittance

Acoustic Insulation

Air, Water and Wind resistance

Burglar Resistance

Acoustic Insulation

Fire Resistance

European
Conformity

Quality
Management

Environmental 
Management

Health and Safety 
Management

Official Police Security Initiative
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FENEX Windows Ltd
26 St Cross Street, Clerkenwell, 
London EC1N 8UH ENGLAND

T: +44 (0) 208 0756684 
www.fenexwindows.co.uk


